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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
 
 
The following items are applicable to this modification:    
        SF 30 CONT'D 
 
A. This modification: 
 
      1.  Incorporates Contract Change Proposal (CCP) ACD010, and administratively reestablishes SLIN 0001CB for 
HHT-C Holster and Shoulder Strap, which was inadvertently omitted from modification P00001.  The SLIN is 
reestablished with the description as substituted by CCP ACD010.  As a result of incorporation of CCP ACD010 
and reestablishment of SLIN 0001CB, the contract is changed as shown in red font in the following table:   
 
SLIN Description – FROM Description - TO Unit Price  
0001CB 
 

 HHT-C Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

$51.00 

1001CB HHT-C Holster and Shoulder Strap 
Motorola SG-MC9021110-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

HHT-C Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

 

0001DB 
1001DB 

HHT-D Holster and Shoulder Strap 
Motorola SG-MC9021110-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

HHT-D Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

 

0001EB 
1001EB 

HHT-E Holster and Shoulder Strap 
Motorola SG-MC9021110-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

HHT-E Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

 

0001FB 
1001FB 

HHT-F Holster and Shoulder Strap SG-
Motorola MC9021110-01R, includes: 
Universal Shoulder Strap 58-40000-007R 

HHT-F Holster and Shoulder Strap SG-
MC9121112-01R, includes: Universal 
Shoulder Strap 58-40000-007R 

 

 
      2.  Corrects the NOTE that was administratively added to the descriptions for SLINs x001CA, x001EA, 
x001FA, x009EA, x009FA, x015AA, x015BA, and x015CA by modification P00008 that (in part) incorporated PM 
J-AIT Contract Change APM001.  The notes are changed as shown in red font in the following table:   
 

SLIN Description – FROM Description - TO 
0001CA 
1001CA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches. 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 6 inches. 

0001EA 
1001EA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches. 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 6 inches. 

0001FA 
1001FA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches.   

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 6 inches.   

0009EA 
1009EA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested  for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches  

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 12 inches.  

0009FA 
1009FA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
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SLIN Description – FROM Description - TO 
distance separation is 0 inches.  distance separation is 12 inches.  

0015AA 
1015AA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches. 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 14 inches. 

0015BA 
1015BA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches. 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 14 inches. 

0015CA 
1015CA 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 0 inches. 

NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation 
to Ordnance (HERO) and the recommended safe 
distance separation is 14 inches. 

 
B. As a result of this modification, there is no change in the total amount obligated under the contract.  
 
C. All other terms and conditions are unchanged. 
  
 
 
  
         
SUMMARY OF CHANGES   
 
 
SECTION SF 1449 - CONTINUATION SHEET  
 
SUPPLIES OR SERVICES AND PRICES  
 
 
 
        SUBCLIN 0001CA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Motorola 
MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 
Kit CRD9000-110SR;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 
WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB Memory 
Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Hand Held Barcode 
Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 
6.x Installed Motorola MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  
1 Slot Serial Cradle Kit CRD9000-110SR;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-
ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-
81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for 
Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 
inches..  
 
 
 
        SUBCLIN 0001DB  
                The CLIN extended description has changed from HHT-D Holster and Shoulder Strap Motorola SG-
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-D Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
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        SUBCLIN 0001EA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 
D, paragraph 4.1.6) Motorola MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-
61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SR; USB Cable 25-64396-01R;  Odyssey Access Client Software 
OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) 
KT-81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for 
Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 
inches. to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, and 
Wireless (802.11g/i)  Communications (Desired - Reference Part D, paragraph 4.1.6) Motorola MC9090-
GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX; 1 Slot Serial Cradle Kit 
CRD9000-110SR; USB Cable 25-64396-01R;  Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 WZC 
Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB Memory Card 
SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches..  
 
 
 
        SUBCLIN 0001EB  
                The CLIN extended description has changed from HHT-E Holster and Shoulder Strap Motorola SG-
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-E Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 0001FA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola 
MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 
Kit CRD9000-110SR;  USB Cable 25-64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access 
Client Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare 
Tethered Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, 
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 0 inches. to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark Reading Capability, Full 
Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola MC9090-GJ0HCEQA660, includes: 
Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SR;  USB Cable 25-
64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access Client Software OAC-ADD-F1CLT; WM 
6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB 
Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches..  
 
 
 
        SUBCLIN 0001FB  
                The CLIN extended description has changed from HHT-F Holster and Shoulder Strap SG-Motorola 
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-F Holster and Shoulder Strap SG-
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 0009EA  
                The CLIN extended description has changed from Stationary Bar Code Label Printer with Installed 
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802.11g/i Wireless Communications Interface.  Zebra Kit Number 123-100255.  Includes ZM400 Printer Model 
Number ZM4G1-2001-0400T; 105850-006 (USB data cable); P1000219 (External print server network interface); 
Zebra Part No. 29652-006M (802.11g/i wireless interface).  Accomodates label stock up to 4 inches in width.  Print 
density 203 dpi, variable print speeds up to 10 inches per second.  Thermal Transfer or Direct Thermal printing.  US 
power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Stationary Bar Code 
Label Printer with Installed 802.11g/i Wireless Communications Interface.  Zebra Kit Number 123-100255.  
Includes ZM400 Printer Model Number ZM4G1-2001-0400T; 105850-006 (USB data cable); P1000219 (External 
print server network interface); Zebra Part No. 29652-006M (802.11g/i wireless interface).  Accomodates label 
stock up to 4 inches in width.  Print density 203 dpi, variable print speeds up to 10 inches per second.  Thermal 
Transfer or Direct Thermal printing.  US power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 12 inches..  
 
 
 
        SUBCLIN 0009FA  
                The CLIN extended description has changed from Stationary Bar Code and Gen2 RFID Label 
Printer/Encoder.  Zebra Kit Number 123-100256.  Includes RZ400 Printer/Encoder Model Number RZ4G1-2001-
000R0, 105850-006 (USB data cable); P1000219 (External printer server network interface).  Accomodates label 
stock up to 4 inches in width.  "Value-Peel" option with liner take-up option installed.  Print density 203 dpi, 
variable print speeds up to 10 inches per second at 203 dpi.  Thermal Transfer or Direct Thermal printing.  US 
power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Stationary Bar Code 
and Gen2 RFID Label Printer/Encoder.  Zebra Kit Number 123-100256.  Includes RZ400 Printer/Encoder Model 
Number RZ4G1-2001-000R0, 105850-006 (USB data cable); P1000219 (External printer server network interface).  
Accomodates label stock up to 4 inches in width.  "Value-Peel" option with liner take-up option installed.  Print 
density 203 dpi, variable print speeds up to 10 inches per second at 203 dpi.  Thermal Transfer or Direct Thermal 
printing.  US power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 12 inches..  
 
 
 
        SUBCLIN 0015AA  
                The CLIN extended description has changed from  Radio Frequency Access Point (indoor environment). 
Motorola Access Point Model AP-7131N-44040-FGR, includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; Antenna ML-2452-APA2-01  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to  
Radio Frequency Access Point (indoor environment). Motorola Access Point Model AP-7131N-44040-FGR, 
includes: Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; Antenna ML-2452-APA2-01  NOTE: 
Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and 
the recommended safe distance separation is 14 inches..  
 
 
 
        SUBCLIN 0015BA  
                The CLIN extended description has changed from Radio Frequency Access Point (NEMA Enclosure).  
Motorola Access Point Model AP-7131N-44040-FGR.  Includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; NEMA Protective Enclosure Model V14126-C60-C-6; Coaxial cable adapters 25-72178-01; Antennas 
Model ML-2499-HPA3-01R   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Radio 
Frequency Access Point (NEMA Enclosure).  Motorola Access Point Model AP-7131N-44040-FGR.  Includes: 
Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; NEMA Protective Enclosure Model V14126-C60-C-
6; Coaxial cable adapters 25-72178-01; Antennas Model ML-2499-HPA3-01R   NOTE: Naval Surface Warfare 
Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 
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distance separation is 14 inches..  
 
 
 
        SUBCLIN 0015CA  
                The CLIN extended description has changed from Radio Frequency Access Point (indoor environment). 
Motorola Access Point Model AP-7131N-44040-FGR, includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; Antenna ML-2452-APA2-01   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Radio 
Frequency Access Point (indoor environment). Motorola Access Point Model AP-7131N-44040-FGR, includes: 
Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; Antenna ML-2452-APA2-01   NOTE: Naval 
Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 
recommended safe distance separation is 14 inches..  
 
 
 
        SUBCLIN 1001CA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 
Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Motorola 
MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 
Kit CRD9000-110SR;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 
WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB Memory 
Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Hand Held Barcode 
Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 
6.x Installed Motorola MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  
1 Slot Serial Cradle Kit CRD9000-110SR;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-
ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-
81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for 
Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 
inches..  
 
 
 
        SUBCLIN 1001CB  
                The CLIN extended description has changed from HHT-C Holster and Shoulder Strap Motorola  SG-
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-C Holster and Shoulder Strap 
Motorola  SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 1001DB  
                The CLIN extended description has changed from HHT-D Holster and Shoulder Strap Motorola SG-
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-D Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 1001EA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 
D, paragraph 4.1.6) Motorola MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-
61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SR; USB Cable 25-64396-01R;  Odyssey Access Client Software 
OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) 
KT-81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for 
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Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 
inches. to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, and 
Wireless (802.11g/i)  Communications (Desired - Reference Part D, paragraph 4.1.6) Motorola MC9090-
GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX; 1 Slot Serial Cradle Kit 
CRD9000-110SR; USB Cable 25-64396-01R;  Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 WZC 
Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB Memory Card 
SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches..  
 
 
 
        SUBCLIN 1001EB  
                The CLIN extended description has changed from HHT-E Holster and Shoulder Strap Motorola SG-
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-E Holster and Shoulder Strap 
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 1001FA  
                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola 
MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 
Kit CRD9000-110SR;  USB Cable 25-64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access 
Client Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare 
Tethered Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, 
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 0 inches. to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark Reading Capability, Full 
Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola MC9090-GJ0HCEQA660, includes: 
Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SR;  USB Cable 25-
64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access Client Software OAC-ADD-F1CLT; WM 
6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB 
Memory Card SDSDB-2048-A11   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches..  
 
 
 
        SUBCLIN 1001FB  
                The CLIN extended description has changed from HHT-F Holster and Shoulder Strap SG-Motorola 
MC9021110-01R, includes: Universal Shoulder Strap 58-40000-007R to HHT-F Holster and Shoulder Strap SG-
Motorola SG-MC9121112-01R, includes: Universal Shoulder Strap 58-40000-007R.  
 
 
 
        SUBCLIN 1009EA  
                The CLIN extended description has changed from Stationary Bar Code Label Printer with Installed 
802.11g/i Wireless Communications Interface.  Zebra Kit Number 123-100255.  Includes ZM400 Printer Model 
Number ZM4G1-2001-0400T; 105850-006 (USB data cable); P1000219 (External print server network interface); 
Zebra Part No. 29652-006M (802.11g/i wireless interface).  Accomodates label stock up to 4 inches in width.  Print 
density 203 dpi, variable print speeds up to 10 inches per second.  Thermal Transfer or Direct Thermal printing.  US 
power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Stationary Bar Code 
Label Printer with Installed 802.11g/i Wireless Communications Interface.  Zebra Kit Number 123-100255.  
Includes ZM400 Printer Model Number ZM4G1-2001-0400T; 105850-006 (USB data cable); P1000219 (External 
print server network interface); Zebra Part No. 29652-006M (802.11g/i wireless interface).  Accomodates label 
stock up to 4 inches in width.  Print density 203 dpi, variable print speeds up to 10 inches per second.  Thermal 
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Transfer or Direct Thermal printing.  US power cord included.   NOTE: Naval Surface Warfare Center, Dahlgren 
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance 
separation is 12 inches..  
 
 
 
        SUBCLIN 1009FA  
                The CLIN extended description has changed from Stationary Bar Code and Gen2 RFID Label 
Printer/Encoder.  Zebra Kit Number 123-100256.  Includes RZ400 Printer/Encoder Model Number RZ4G1-2001-
000R0, 105850-006 (USB data cable); P1000219 (External printer server network interface).  Accomodates label 
stock up to 4 inches in width.  "Value-Peel" option with liner take-up option installed.  Print density 203 dpi, 
variable print speeds up to 10 inches per second at 203 dpi.  Thermal Transfer or Direct Thermal printing.  US 
power cord included   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic 
Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches.  . to Stationary Bar Code 
and Gen2 RFID Label Printer/Encoder.  Zebra Kit Number 123-100256.  Includes RZ400 Printer/Encoder Model 
Number RZ4G1-2001-000R0, 105850-006 (USB data cable); P1000219 (External printer server network interface).  
Accomodates label stock up to 4 inches in width.  "Value-Peel" option with liner take-up option installed.  Print 
density 203 dpi, variable print speeds up to 10 inches per second at 203 dpi.  Thermal Transfer or Direct Thermal 
printing.  US power cord included   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 12 inches..  
 
 
 
        SUBCLIN 1015AA  
                The CLIN extended description has changed from  Radio Frequency Access Point (indoor environment). 
Motorola Access Point Model AP-7131N-44040-FGR, includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; Antenna ML-2452-APA2-01  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to  
Radio Frequency Access Point (indoor environment). Motorola Access Point Model AP-7131N-44040-FGR, 
includes: Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; Antenna ML-2452-APA2-01  NOTE: 
Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and 
the recommended safe distance separation is 14 inches..  
 
 
 
        SUBCLIN 1015BA  
                The CLIN extended description has changed from Radio Frequency Access Point (NEMA Enclosure).  
Motorola Access Point Model AP-7131N-44040-FGR.  Includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; NEMA Protective Enclosure Model V14126-C60-C-6; Coaxial cable adapters 25-72178-01; Antennas 
Model ML-2499-HPA3-01R   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Radio 
Frequency Access Point (NEMA Enclosure).  Motorola Access Point Model AP-7131N-44040-FGR.  Includes: 
Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; NEMA Protective Enclosure Model V14126-C60-C-
6; Coaxial cable adapters 25-72178-01; Antennas Model ML-2499-HPA3-01R   NOTE: Naval Surface Warfare 
Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 
distance separation is 14 inches..  
 
 
 
        SUBCLIN 1015CA  
                The CLIN extended description has changed from Radio Frequency Access Point (indoor environment). 
Motorola Access Point Model AP-7131N-44040-FGR, includes: Power Supply 50-14000-247R; AC Line Cord 50-
16000-221R; Antenna ML-2452-APA2-01   NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches. to Radio 
Frequency Access Point (indoor environment). Motorola Access Point Model AP-7131N-44040-FGR, includes: 
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Power Supply 50-14000-247R; AC Line Cord 50-16000-221R; Antenna ML-2452-APA2-01   NOTE: Naval 
Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 
recommended safe distance separation is 14 inches..  
 
        SUBCLIN 0001CB is added as follows:  
                 

ITEM NO SUPPLIES/SERVICES MAX 
QUANTITY 

UNIT UNIT PRICE MAX AMOUNT 

0001CB   Each $51.00 $0.00  
 HHT-C Holster and Shoulder Strap 

FFP 
HHT-C Holster and Shoulder Strap Motorola SG-MC9121112-01R, includes: 
Universal Shoulder Strap 58-40000-007R 
FOB: Destination 
 

 

   
  
 
 MAX  

NET AMT 
$0.00 

 
    

      
 
INSPECTION AND ACCEPTANCE  
         
The following Acceptance/Inspection Schedule was added for SUBCLIN 0001CB: 
  INSPECT AT  INSPECT BY  ACCEPT AT  ACCEPT BY  
  Origin  Government  Origin  Government  
  
 
(End of Summary of Changes)  
 


